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STSTST ST

F.F. 1702.50

PROPOSED FUTURE LOT LINE

WW

219SF INTERIOR

LANDSCAPING

(1) SM

(3) PF

756SF INTERIOR

LANDSCAPING

(2) SM

(6) PF

784SF INTERIOR

LANDSCAPING

(3) SM

(6) PF

334SF INTERIOR

LANDSCAPING

(1) SM

(4) PF

296SF INTERIOR

LANDSCAPING

(1) SM

(3) PF

RETAINING WALL IN

LIEU OF PERIMETER

PLANTINGS

RETAINING WALL IN

LIEU OF PERIMETER

PLANTINGS

11' WIDE PERIMETER

LANDSCAPING

(3)-LHG

(8)-KF

(7)-PF

(SPACED EVENLY)

107LF-STEEL

LANDSCAPE EDGING

AT LANDSCAPE BED
PERIMETER

195LF-STEEL

LANDSCAPE EDGING

AT LANDSCAPE BED
PERIMETER

(42) - AE

STREET TREES

(CITY FORESTER TO

DETERMINE FINAL LOCATION

& NUMBER OF TREES.)

(42) - AE

STREET TREES

(CITY FORESTER TO

DETERMINE FINAL LOCATION

& NUMBER OF TREES.)

4.0' WIDE PERIMETER

LANDSCAPING

(67)-PF

(CONTINUOUS HEDGEROW,

SPACED EVENLY)

ST

4.0' WIDE PERIMETER

LANDSCAPING

(90)-PF

(CONTINUOUS HEDGEROW,

SPACED EVENLY)

10.0' WIDE PERIMETER

LANDSCAPING

(4)-LHG

(20)-KF

(20)-PF

(SPACED EVENLY, NOT

ALL PLANTINGS SHOWN

FOR CLARITY)

211LF-STEEL

LANDSCAPE EDGING

AT LANDSCAPE BED
PERIMETER

103LF-STEEL

LANDSCAPE EDGING

AT LANDSCAPE BED
PERIMETER

S

ST ST ST STSTST ST

ST

ST

ST

STST

STST

(42) - AE

STREET TREES

(CITY FORESTER TO

DETERMINE FINAL LOCATION

& NUMBER OF TREES.)

CODE PLANT TYPE QUANTITY

LANDSCAPING SCHEDULE:

AE ACCOLADE ELM (DECIDUOUS SHADE TREE, 1.5" CAL) 42

STREET TREES (1,105LF STREET FRONTAGE)

INTERIOR PARKING LOT PLANTINGS (147 PARKING SPACES)

SM 8SILVER MAPLE (DECIDUOUS SHADE TREE, 1.5" CAL)

28

PERIMETER PARKING LOT PLANTINGS

LHG 7

KF KARL FOERSTER GRASS (PERENNIAL, 2 GAL)

LIDEN - HARVEST GOLD (ORNAMENTAL TREE, 1" CAL)

22PF POTENTILLA FRUTICOSA (SHRUB, 2 GAL)

184PF POTENTILLA FRUTICOSA (SHRUB, 2 GAL)

3X DIAMETER OF ROOT-BALL

D
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TREE, SET PLUMB

NYLON TREE STRAP BELOW

MIDPOINT OF TREE

12 GUAGE GALV. WIRE

6' METAL 'T' STAKE, LOCATE 2;

FROM TRUNK

4" DIAMETER X 36" CORRUGATED

PVC PIPE TRUNK PROTECTION

REMOVE TOP OF ROOT-BALL TO

FIRST FLARE ROOT

REMOVE ADVANTAGEOUS ROOTS GROWING

PERPENDICULAR TO TREE TRUNK

SET TREE WITH FIRST FLARE ROOT 1"

TO 2" ABOVE ADJACENT GRADE

MULCH AS SPECIFIED

2" MAXIMUM DEPTH, EARTHEN SAUCER

SURROUNDING MULCH TO CREATE WATERING WELL

ADJACENT FINISH GRADE

NATIVE TOPSOIL BACKFILL

SET ROOT-BALL ON UNDISTURBED

OR COMPACTED SUBGRADE

PREVAILING WINDS

TREE STAKES, ORIENT TREE STAKES

PERPENDICULAR TO PREVAILING WINDS

12 GUAGE GALV. WIRE

NYLON TREE STRAP

2" EARTHEN SAUCER

SURROUNDING MULCH TO

CREATE WATERING WELL

TREE
NOTE:

PLANT FIRST FLAIR ROOT 1" TO 2" ABOVE

SURROUNDING GRADE.

TREES LOCATED IN LAWN TO HAVE 4" DEPTH

BY 5' DIAMETER WOOD MULCH.

KEEP MULCH 6" AWAY FROM TRUNK.

3 TREE PLANTING DETAIL
C5.0 NOT-TO-SCALE

FINISH GRADE

3" MULCH

ROUGHEN SIDES

OF HOLE

MEASURE HEIGHT OF ROOT BALL.

SUBTRACT THE DEPTH OF SOIL OVER

THE FIRST ROOT FROM THE HEIGHT

OF THE ROOT BALL (PROBE INTO

ROOT BALL TO FIND FIRST ROOT).

DIG HOLE FOR ADJUSTED DEPTH.

BACKFILL WITH

ORIGINAL SOIL

DUG FROM HOLE

SET ROOT BALL ON

UNDISTURBED SOIL

X X X

1 SHRUB PLANTING DETAIL
C5.0 NOT-TO-SCALE

4
"

4" DEPTH - 1-12"
LANDSCAPE ROCK

NEW

CONCRETE

SIDEWALK

OR BACK

OF CURB

COMPACTED

SUBGRADE

2 LANDSCAPE ROCK DETAIL
C5.0 NOT-TO-SCALE
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503 7TH ST. N , SUITE 200

FARGO, ND 58102

PHONE: 701.478.6336

FAX: 701.478.6340

MECHANICAL * ELECTRICAL * CIVIL

E N G I N E E R I N G

04-08-22

C5.0

NEW RIM ELEVATION

NEW FINISHED GRADE ELEVATION

NEW SIDEWALK ELEVATION

MATCH EXISTING ELEVATION

1697.30RIM

1698.75FG

1698.90SW

1697.51ME

NEW TOP OF PAVMENT ELEVATION

NEW GUTTER ELEVATION

NEW TOP OF CURB ELEVATION

1697.70TP

1697.60G

1698.10TC

NEW SLOPE & DIRECTION OF FLOW
1.00%

NEW CONTOUR LINE1697

PLAN NOTES:

1. ALL WORK SHALL COMPLY WITH THE MOST RECENT CITY OF

BISMARCK STANDARD SPECIFICATIONS FOR CONSTRUCTION OF

PUBLIC UTILITIES.

2. CONTRACTOR SHALL NOTIFY UTILITY COMPANIES FOR UNDERGROUND

LOCATIONS 48 HOURS PRIOR TO BEGINNING CONSTRUCTION.

NORTH DAKOTA ONE CALL PHONE NUMBER: 1-800-795-0555

3. CONTRACTOR SHALL PROTECT ALL PROPERTY PINS. PROPERTY PINS

DESTROYED OR DISTURBED SHALL BE REPLACED AT CONTRACTORS

EXPENSE.

4. IF THE LAND BOUNDARY DENOTED ON THE PLANS ENCOMPASSES

MORE THAN ONE (1) ACRE OR IS LESS THAN ONE (1) ACRE, BUT

IS PART OF A LARGER DEVELOPMENT PLAN, A NOTICE OF INTENT

TO OBTAIN A STORM WATER POLLUTION PERMIT SHALL BE

ACQUIRED BY THE CONTRACTOR AND OWNER FROM THE NORTH

DAKOTA STATE HEALTH DEPARTMENT SEVEN (7) DAYS PRIOR TO

CONSTRUCTION.

5. CONTRACTOR SHALL MAINTAIN TEMPORARY EROSION CONTROL UNTIL

PERMANENT EROSION CONTROL IS ESTABLISHED.

6. CONTRACTOR SHALL ACQUIRE AN EROSION SEDIMENT CONTROL (ESC)

PERMIT FROM THE CITY OF BISMARCK PRIOR TO START OF

CONSTRUCTION.

7. SEE LANDSCAPING PLANS FOR TURF & PLANTING REQUIREMENTS.

8. EXCAVATION OR OTHER WORK IN THE RIGHT-OF-WAY SHALL

REQUIRE A TRAFFIC CONTROL PLAN THAT MEETS ALL MUTCD

REQUIREMENTS; THIS PLAN IS REQUIRED BEFORE ANY PERMITS TO

WORK IN THE RIGHT-OF-WAY WILL BE ISSUED.

9. CONTRACTOR SHALL ACQUIRE A PLANTING PERMIT FROM THE

FORESTRY DIVISION OF THE PUBLIC WORKS DEPARTMENT PRIOR TO

PLANTING ANY TREES WITHIN THE PUBLIC RIGHT-OF-WAY.

BENCHMARKS:

BM-1: TOP NUT OF HYDRANT LOCATED AT THE NORTHEAST QUADRANT

OF THE INTERSECTION OF MIDWEST DRIVE AND TRANSPORT LANE.

ELEV: 1706.74 (NAVD88)

BM-2: TOP NUT OF HYDRANT LOCATED ±1220' EAST OF THE

INTERSECTION OF MIDWEST DRIVE AND TRANSPORT LANE ON THE

NORTHERN SIDE OF TRANSPORT LANE.

ELEV: 1696.50 (NAVD88)

BM-3: TOP NUT OF HYDRANT

ELEV: 1702.30 (NAVD88)

SYMBOL LEGEND:

SCALE: 1 INCH = 30 FEET

30150 60

S

E

N

W

EXISTING PROPERTY LINE

EXISTING EASEMENT LINE

EXISTING PROPERTY PIN

EXISTING BENCHMARK

EXISTING FIRE HYDRANT

EXISTING GATE VALVE

EXISTING STORM INLET

EXISTING STORM MANHOLE

EXISTING SANITARY MANHOLE

EXISTING TELEPHONE PEDESTAL

EXISTING TELEPHONE VAULT

EXISTING ELECTRIC CABINET

EXISTING MAILBOX

EXISTING TREE

EXISTING SIGN

EXISTING CONTOUR LINE

NEW SIGN

NEW STORM MANHOLE (UNDER ADJACENT PROJECT)

NEW STORM INLET (UNDER ADJACENT PROJECT)

NEW FIRE HYDRANT (UNDER ADJACENT PROJECT)

NEW GATE VALVE (UNDER ADJACENT PROJECT)

ST

ST

W

W
NEW PLANT

NEW LANDSCAPE ROCK

NEW SEEDED AREA

NEW SEEDED AREA W/ EROSION CONTROL MAT

NEW GATE VALVEW

NEW STORM MANHOLEST

ST NEW PVC STORM INLET

NEW STORM INLETST

NEW SANITARY CLEANOUTS

will3806
Forest Approval

will3806
Planning Approval

will3806
Planner
SP2022-022
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